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SSKK225500TT--LLPP  TTRRIIPPLLEEXX  PPUUMMPP    

General 
  
Power Frame: 

 
- High tensile steel, heat treated and precision machined 

- Forged steel crank shaft with self aligning outer main bearings 
 (optional centre main bearing for high rod load applications) 

- Babitted, bearing bronze backed, rod and wrist pin bearings 

- Ductile 80, heat treated connecting rods, cast steel cross heads 
- Reliable splash, gravity feed lubrication, optional pressure feed 

  
Fluid end: 

 
- Various designs will meet numerous specific applications 

 

 
HDD Application with 6” Fluid End 

 
- Pump Fluid End is based on the Ellis Williams Type 446LP with  

 threaded valve cover locks for easy & quick access to valves, seats 

 for maintenance.  
- Equipped with 6” Premium Chromed Liners, 6” Type B Pistons,  

 High Flow valves and seats. 
- 6” Suction manifold and 3” Discharge manifold. 

- Advised is a 10” pulsation dampener and “pop-off” safety valve  

 system, Liner wash system and forced power end lubrication 
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Power End US Style Pump Skid Power End on boring mill 

SK250T-LP TRIPLEX PUMP

Gal/Rev

Displacement volumes (LPM)

100rpm 150rpm 200rpm 250rpm 300rpm 350rpm 400rpm

Ltr Rev Ltr Rev Ltr Rev Ltr Rev Ltr Rev Ltr Rev Ltr Rev

6 2.193 830 2000 1245 1875 1660 1408 2076 1126 2490 939 NR NR NR NR

5 1.525 577 2000 866 2000 1155 2000 1443 1681 1732 1345 NR NR NR NR

4 ½ 1.239 469 5000 704 3700 938 2491 1173 2076 1407 1660 1642 1423 NR NR

4 0.979 371 5000 556 5000 741 3152 927 2627 1112 2102 1297 1801 NR NR

3 ½ 0.749 284 6239 425 5178 567 4117 709 3431 851 2745 993 2353 NR NR

3 0.551 209 8493 313 7049 417 5604 522 4670 626 3734 730 3202 NR NR

2 ½ 0.382 145 10000 217 10000 289 8000 362 6690 434 5380 506 4611 578 4000

2 0.245 93 10000 139 10000 185 10000 232 10000 278 8400 325 7200 371 6000

1 ½ 0.138 52 10000 78 10000 104 10000 131 10000 157 10000 183 9400 209 8000

Intermittent duty . Displacement based on 100% volumetric efficiency. NR=Not Rated

Plunger 
size 
(In.)

SK250T-LP Ouline dimensions           

SK250T-LP HDD Fluid End setup 


