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Contractors' Pumps

Tsurumi products are distributed worldwide and
renowned for their advanced technological
design. For professional use.
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_ GPN 80 - 150 55-22,0 4 Vortex (o) (o) Page 18
LH-W 50-100 3,0-110,0 2 Vortex (@) (@) Page 20
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Latest Technology - Highest Quality

A - Tsurumi Stuffing Box - absolutely watertight

The stuffing box is located at the cable entry section and takes the part of sealing off
water. As the cable conductors consist of twisted wires, water may penetrate into the
motor by the capillary phenomenon when cable sheath or insulation is damaged or
when the end of the cable is submerged. The construction is such that a certain part of
the insulation of each conductor is peeled and filled with rubber or epoxy resin for the

complete sealing.

B - Continuous use under dry-run

Located directly above the motor windings, a snap-action self-resetting bi-metal device cuts off voltage from all three phase
windings simultaneously if the current is too large in one, two or all three windings, or if the windings get too hot.
Tsurumi enables measurement of winding resistance and insulation from the far end of the cable, without ever removing the

cover from the motor in the field.
C - Double mechanical SiC seal in oil bath

The interaction of a ring rotating with the shaft and a fixed ring, below and above an oil bath,
assumes the critical role of withstanding pumping pressure and preventing water from seeping
into the motor. The seals of all Tsurumi contractors ~ pumps, even in the 400\W-class, have
sealing rings of Silicon Carbide. No other material has greater hardness, selflubrication is slightly
better than that of directly comparable materials. Resistance to temperature fluctuation and

corrosion is also the best available.

D - Increased wear resistance of pump casing and impeller

As contractors * pumps are used in unpredictable circumstances, Tsurumi has gone a long way towards making the impeller capable of the impossible and towards providing spare motor

power to match. Tsurumi contractors * pumps are used extensively for bentonite mud, often with earth in the case of the models fitted with an agitator.

E - Ball bearings of highest quality

Due to the high quality of the shaft and the bear rings all pumps can be run horizontally when entirely submerged.

A special patented guide vane is attached inside the oil chamber. With the motor rotation oil is pumped up. Therefore even at low oil level

lubrication and cooling of the mechanical seal is secured.

Top Discharge Top Discharge Side Discharge

(water jacket) (side flow) (spiral type)

Pumped water Pumped water cools o The spiral type pump features a large waterway area as illustrated and
flows between the motor and T TEESLT carries sand suspensions or slurry very effectively. Since a high performance
the outer cover discharges as motor is used, the pump can be run continuously in air.

and the motor, l E A7 illustrated. The I L=,

cooling the r, LGy motor can be cooled ' h o A SR

motor and |% even when pumping i "‘-_-'1- T
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(forced motor g - .;""_' | discharge 11 ¥ r Water Jacket - Inner and outer motor casing -

cooling . arrangement allows ! 5 |.|:|.[g o .-1;_- = :'-JI:‘] "_*-II'LI ._ flow-through-design - perfect cooling under dry-runconditions.
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Portable Contractors' Pumps

Specifications:
LB-480A 50 048 29 110 225 11,0 6 10 10

LB-800A 50 0,75

o

0 15,0 320 13,7 6 10 10

Light Duty Drainage Pump - LB-480A and LB-800A with level control

50

0-40°C

Spring water, Rain water, Ground water, Sand carrying water
Semi-Vortex impeller

Double mechanical seal

Shielded ball bearings

Urethane rubber, Chromium iron casting

Ethylene propylene rubber

Steelplate+Urethane rubber

Silicon carbide in oil bath

Induction motor, 2 poles, IP68

Turbine oil (ISO VG32)

Miniature protector, Circle thermal cut-out
Insulation class E, Insulation class B

Single phase 230V / 110V / 50Hz
Aluminium die casting

Stainless steel EN-X6Cr13

Rubber, HO7RN-F

Threaded flange/Hose coupling

Dimensions in mm:

LB-480A 50 187 161 353 231 223 228 115

LB-800A 50 187 160 408 230 223 283 170

L B 1-phase
50Hz

2850 r.p.m.
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W1: lowest running water level

In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components. In this regard, please pay attention to our website

www.tsurumi.eu/english/applications.htm.
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HS -

Specifications:
HS2.75S O 2 50 0,75 4,8 18,0 230 19,0 7 10 10

The TSURUMI HS-pump is a small and robust submersible contractor's pump with
a wide range of applications whereever water has to be moved.

50,80 2850 r.p.m.

0-40°C

Spring water, Rain water, Ground water, Sand carrying water 15 <

Semi-Vortex impeller R

Double mechanical seal

Shielded ball bearings \\ [

Urethane rubber o

Ductile iron casting EN-GJS-700-2 T 3
100 200 300 Vmin
0 5 10 15  m¥h

Silicon carbide in oil bath

Induction motor, 2 poles, IP68
Turbine oil (1ISO VG32)
Miniature protector

Insulation class E

Single phase 230V / 110V / 50Hz
Aluminium die casting

Stainless steel EN-X6Cr13
Rubber, HO7RN-F

o

Threaded flange/Hose coupling

Dimensions in mm:

HS2.75S 50 285 233 217 109 184 424 90 b

Hsu7ss 80 285 233 217 109 184 424 90 Wilovestrnning wter e

In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components. In this regard, please pay attention to our website
www.tsurumi.eu/english/applications.htm.
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HSD -

Specifications:

Portable Agitator Pump
for sludge and bentonite

2850 r.p.m.

50 m

0-40°C N,

Sand carrying water, Sludge, Bentonite 10

Semi-Vortex impeller

Double mechanical seal

Shielded ball bearings

Chromium iron casting

Ductile iron casting EN-GJS-700-2 0
100 200 Vmin

Silicon carbide in oil bath 0 5 10 15 m¥h

Induction motor, 2 poles, IP68
Turbine oil (ISO VG32)
Miniature protector

Insulation class E

Single phase 230V / 110V / 50Hz
Aluminium die casting

Stainless steel EN-X6Cr13

Rubber, HO7RN-F

Threaded flange/Hose coupling

1 4
Dimensions in mm: o @
Model d A Al B BT D H Wi >
HSD255S 50 241 200 171 97 186 421 105 W1:lowest running water level

In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components. In this regard, please pay attention to our website
www.tsurumi.eu/english/applications.htm.
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LSC -

Specifications:

LSCE1.4S 25 0,48 2,9 11,0 170 11,0 6 10 10

Original residue dewatering pump capable of pumping down to floor level. Even
the smallest puddle can be pumped dry. Ideal for complete drainage of flat
surfaces where a sump is not available: rooftops, parking lots, garages, roadways,
pools,...

L L

25 m

0-40°C

Cleaning water, Water on floor, Puddles 10 o

Semi-Vortex impeller N

Double mechanical seal

Shielded ball bearings & \\

Urethane rubber A \

Ethylene propylene rubber 0 = e
Steelplate+Urethane rubber 0 5 10 15 m¥h
Silcon carbide in oi bath LSCE1.4S with level control

Induction motor, 2 poles, IP68
Turbine oil (1ISO VG32)
Miniature protector

Insulation class E

Single phase 230V / 110V / 50Hz
Aluminium die casting

Stainless steel EN-X6Cr13
Rubber, HO7RN-F

Hose coupling LSC1.4S LSCE1.4S
|
E
| _=——— kI
A
W1: lowest running water level

In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components. In this regard, please pay attention to our website
www.tsurumi.eu/english/applications.htm.
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NK i

Specifications:
NK3-22L @ 2 80 22 145 180 800 40,0 6 25 20

compact - single phase - 2,2kW

2850 r.p.m.
50, 80 m
0-40°C o
Spring water, Rain water, Ground water, Sand carrying water 20
16 N
Semi-Vortex impeller ~
Double mechanical seal i2 ‘\\“ N
N
Shielded ball bearings 8 \\ =
Ductile iron casting EN-GJS-700-2, Chromium iron casting 4
2
Ethylene propylene rubber, Grey iron casting EN-GJL-200
Y propy y J ) @ 200 400 600 800 Vmin
Silicon carbide in oil bath ) 10 20 30 40 50 m¥%h

Induction motor, 2 poles, IP68

Turbine oil (ISO VG32)

Circle thermal cut-out

Insulation class B

Single phase 230V / 50Hz

Aluminium die casting

Stainless steel EN-X6Cr13, Stainless steel EN-X30Cr13

Rubber, HO7RN-F

Threaded flange/Hose coupling

Dimensions in mm:

NK3-22L 80 235 191 601 519 216 669 120  W1:lowest running water level

In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components. In this regard, please pay attention to our website

www.tsurumi.eu/english/applications.htm.
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KTV -

Specifications:

KTv2-15 @ 2 50 1,5 33 200 420 200 85 25 20

KTV237H @ 4 50 37 74 338 500 360 85 25 20

KTv3-55 O 6 80 55

—_

10 350 980 470 85 25 20

Light but wear resistant
The KTV-series combines high tech materials for maximum durability, yet
lightweight and portable.

2850 r.p.m.
50, 80 -
0-40°C
30 YEEN
Spring water, Rain water, Ground water, Sand carrying water
I~
Semi-Vortex impeller
Double mechanical seal
4 N
iy AN
Shielded ball bearings 10 N \
N N \
Urethane rubber, Ductile iron casting EN-GJS-700-2 f R
A LN N \
Synthetic rupper 0 LEE ?
100 200 300 400 500 600 700 800 900 I/min
Silicon carbide in oil bath ( 10 20 30 40 50 m¥h

Induction motor, 2 poles, IP68

Turbine oil (ISO VG32)

Circle thermal cut-out '
Insulation class E ‘
3-phase / 400V / 50Hz / d.oll. ﬂ
Aluminium die casting

Stainless steel EN-X30Cr13, Stainless steel EN-X6Cr13 7

Rubber, NSSHOU , s

')
Threaded flange/Hose coupling

KTV2-37 KTV2-15 KTV2-8
KTV2-37H - A KTV2-22

KTV3-55

Dimensions in mm:

KTV2-15 240 187 392 310 240 396 80 !

m T
KTV222 240 187 412 330 240 416 80 3 '
KTVv2-37H 285 211 510 387 285 510 90 % —-?:l

KTV3-55 300 229 545 422 300 545 90 W1: lowest running water level

In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components. In this regard, please pay attention to our website
www.tsurumi.eu/english/applications.htm.
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KTVE -

Specifications:

KTVE215 Q@ 2 50 15 33 20,0 420 22,0 8,5 25 20

KTVE337 @ 4 80 3,7 74 26,5 830 40,0 8,5 25 20

Electrode Auto Control System

The KTVE-type is equipped with a new electrode type control system.

Pump operation is started when the water level rises and contacts the electrode.
When the the water-electrode contact is lost the timer starts operating, after one
minute pump operation is stopped.

2850 r.p.m.

50,80 -

0-40°C I~

Spring water, Rain water, Ground water, Sand carrying water

Semi-Vortex impeller

Double mechanical seal

Shielded ball bearings 10 Ny h - b,
N A

X
Urethane rubber, Ductile iron casting EN-GJS-700-2 \\ b
N N

413

100 200 300 400 500 600 700 800 900 /min
Silicon carbide in oil bath ( 10 20 30 40 50 m¥%h

Synthetic rupper 0

Induction motor, 2 poles, IP68

Turbine oil (ISO VG32)

Circle thermal cut-out

Insulation class E

3-phase / 400V / 50Hz / d.o.l.

Aluminium die casting

Stainless steel EN-X30Cr13, Stainless steel EN-X6Cr13

Rubber, NSSHOU

Threaded flange/Hose coupling

KTVE2.75 . KTVE35.5 : KTVE21.5
A KTVE22.2
KTVE33.7

Dimensions in mm:

KTVE21.5 240 187 482 400 240 486 265

KTVE33.7 285 211 585 462 285 585 327

W1: lowest running water level

In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components. In this regard, please pay attention to our website
www.tsurumi.eu/english/applications.htm.
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KTZ 3

Specifications:

N
o

KTZ315 O 2 80 1,5 3,5 144 670 34,0 8,5 25

N
o

KTZ32.2 @ 4 80 2,2 50 20,5 800 35,0 8,5 25

KTZ33.7 O ¢ 80 37 7,7 29,0 900 62,0 8,5 25 20
KTZ35.5 O s 80 55 14 32,0 1100 76,0 8,5 25 20 2850 rp.m.
m
KTZ47.5 @0 100 7,5 15,1 40,0 1400  100,0 12 25 20 N
30 N
b
\
KTZ411 o112 100 11,0 22,0 48,5 1440  130,0 12 25 20 S
s,
20 P
AN
e N
\ h Y \\
_ Spring water, Rain water, Ground water, Sand carrying water 3 \\ \; AN
o4
_ Semi-open type impeller 0 500 1000 Umin
_ Double mechanical seal 0 40 80 m¥h
Bearings I shielded ballbearings 2850 r.p.m.
m
_ Chromium iron casting 50
_ Grey iron casting EN-GJL-200 40 £
_ Ductile iron casting EN-GJS-500-7 -
30 h Y
_ Silicon carbide in oil bath N =
N {
_ Induction motor, 2 poles, IP68 20 <
NS
L LY
0 1 1
o 50 100 150 mh
_ 3-phase / 400V / 50Hz / d.o.l.
_ Grey iron casting EN-GJL-200
_ Stainless steel EN-X30Cr13 Dimensions in mm:
R tusber NssHOU IEETEN S 6 I A
_ Threaded flange/Hose coupling _

KTZ31.5 235 173 529 216 648 120

KTZ32.2 235 173 549 216 668 120

KTZ33.7 283 213 677 252 637 150

KTZ35.5 306 223 721 258 688 150

KTZ47.5 330 245 812 314 697 190

W 1: lowest running water level

KTZ411 374 260 864 350 740 190

In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components.

In this regard, please pay attention to our website www.tsurumi.eu/english/applications.htm.
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KTZE :-

Specifications:

KTZE315 @ 2 80 1,5 35 144 670 390 85 25 20

KTZE322 @ 4 80 22 50 204 800 410 85 25 20

KTZE33.7 O 6 80 37 77 290 900 710 85 25 20

Electrode Auto Control System

The KTZE-type is equipped with a new electrode type control system.

Pump operation is started when the water level rises and contacts the electrode.
When the the water-electrode contact is lost the timer starts operating, after one
minute pump operation is stopped.

2850 r.p.m.
AN
30 1
N,
_ Spring water, Rain water, Ground water, Sand carrying water N
peier I scr-cpen ype impeler o
20 PSS
_ Double mechanical seal = WA
ey I~
hielded ball beari RS -
_ Shielded ball bearings 10 \\\\
_ Chromium iron casting NN 5 \‘\\
NPT b
Grey iron casting EN-GJL-200 <1
(Coing [ Grey roncastng N o - T
_ Ductile iron casting EN-GJS-500-7 0 40 80 m*h
_ Silicon carbide in oil bath

Induction motor, 2 poles, IP68
Turbine oil (ISO VG32)

Circle thermal cut-out
Insulation class F

3-phase / 400V / 50Hz / d.o.l.
Grey iron casting EN-GJL-200

Stainless steel EN-X30Cr13

Rubber, NSSHOU

Threaded flange/Hose coupling

Dimensions in mm:

KTZE31.5 268 235 609 216 728 345

KTZE32.2 268 235 629 216 748 355

KTZE33.7 353 283 757 252 717 435

KTZES7 368 263 767 252 717 435 Hlovetmng arerier
In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components.
In this regard, please pay attention to our website www.tsurumi.eu/english/applications.htm.
Dupagro B.V.
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Specifications:

KRS

3-phase
50Hz

KRS-63 O 2 150 3,0 6,5 8,0 3250 97,0 15 15 20
KRS-85.5 Q 4 200 55 12,1 10,0 4850  118,0 20 15 20
KRS2-89 O ¢ 200 9,0 19,0 15,0 5300 1750 30 15 20
KRS822 O s 200 22,0 44,6 34,8 5300 380,0 25 20 20
1450 r.p.m.
KRS1022 @ 0 250 22,0 45,7 12,1 12000 390,0 25 20 20 m
20
™.
i o SEY
e | O TN
_ Spring water, Rain water, Ground water, Sand carrying water 10 \\
I~
_ Semi-open type impeller, Closed type impeller ~ ~L_\
_ Double mechanical seal \ -
\ N
_ Shielded ball bearings i T il
o ) 1000 2000 3000 4000 5000 Umin
_ Ductile iron casting EN-GJS-700-2
] 50 100 150 200 250 300 m¥h
_ Grey iron casting EN-GJL-200 1450 rp.m.
_ Grey iron casting EN-GJL-200 m
_ Silicon carbide in oil bath N
_ Induction motor, 4 poles, IP68 A N
_ Insulation class E, Insulation class F, Insulation class B \\\\ A1
_ 3-phase / 400V / 50Hz / d.o.l. L T
EEEEN
_ Grey iron casting EN-GJL-150, Grey iron casting EN-GJL-200 8 \N
4
[Shafe I Stainless steel EN-X30Cr13 . 5000 10000  Umin
Dimensions in mm: KRS-63
KRS-65.5
NN NN s 655
KRS2-69
KRS-63 385 295 867 686 365 777 300 KRS2-89
- B KRS815
KRS822
KRS-85.5 445 325 942 710 413 800 295 KRS822L
KRS2-89 470 354 933 701 403 814 300 o

KRS822

KRS1022 525 260 1419 1156 - - 450 W 1: lowest running water level
In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components.
In this regard, please pay attention to our website www.tsurumi.eu/english/applications.htm.
Dupagro B.V.
QOoststeeg 102 Phone +31 (0) 317 840 197
6708 AX Wageningen info@dupagro.com
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KTV2 -

Specifications:

KTV2-80 O 2 80 3,0 6,1 22,5 720 38,0 10 25 20

Light Weight Bentonite Pump
A powerful slurry pump using KTV pumps as a base. Features wear resistance,
durability and extra light weight.

50,80

0-40°C

2850 rp.m.

Sludge, Slurry, Liquids containing mud

Semi-Vortex impeller

Double mechanical seal =

Shielded ball bearings N

P d

Chromium iron casting N ]

10

Synthetic rupper

Silicon carbide in oil bath N
) A hY
Induction motor, 2 poles, IP68 2
100 200 300 400 500 600 700 800 Vmin

0 10 20 30 40 50 m¥h

Turbine oil (ISO VG32)

Circle thermal cut-out
Insulation class E

3-phase / 400V / 50Hz / d.oll.
Aluminium die casting
Stainless steel EN-X6Cr13

Rubber, NSSHOU

Threaded flange/Hose coupling

KTV2-80 KTV2-50
A A
Al AT
o () = W am e
. . . o T
Dimensions in mm: o
KTV2-80 295 216 550 427 295 550 130 W1: lowest running water level

In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components. In this regard, please pay attention to our website
www.tsurumi.eu/english/applications.htm.
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QOoststeeg 102 Phone +31 (0) 317 840 197

6708 AX Wageningen info@dupagro.com

The Netherlands www.dupagro.com 15/24

Updated 08/2016


mailto:info@dupagro.nl
http://www.dupagro.nl/

& DUPAGRO.com
KTD -

Specifications:
KTD330 @ 2 80 3,0 65 220 794 650 85 25 20

A powerful slurry pump using KTZ pumps as a base. Features wear resistance and
durability.

2850 r.p.m.
50, 80 m
0-40°C 25
Sludge, Slurry, Liquids containing sandy mud and/or bentonite 20 S
Semi-open type impeller N R

pen type imp 15 N b
Double mechanical seal N
10 b \\
Shielded ball bearings AN N
N N
Chromium iron casting 5 N
i N
Grey iron casting EN-GJL-200
4 8 ) Y 400 800

Ductile iron casting EN-GJS-500-7 0 25 50

Silicon carbide in oil bath
Induction motor, 2 poles, IP68
Turbine oil (1ISO VG32)

Circle thermal cut-out
Insulation class F

3-phase / 400V / 50Hz / d.oll.
Grey iron casting EN-GJL-200

Stainless steel EN-X30Cr13

Rubber, NSSHOU

Threaded flange/Hose coupling

Dimensions in mm: o 2 =1 °
IEETIN N 50 N 0 ) 3 e
o B
KTD33.0 297 222 644 521 266 654 160 W1: lowest running water level

In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components. In this regard, please pay attention to our website
www.tsurumi.eu/english/applications.htm.

Dupagro B.V.
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KRS2 -

Specifications:

3,0 17,1 2350 1450 30 15 20

KRS2-100 @ 2 100 6,0

_

w

KRS-200 @ 4 200 18,0 5,0 31,0 4300 3950 30 30 20

Heavy Duty Slurry Pump
Tsurumi's typical slurry pumps with a 4-pole motor for an increased lifetime and
greater convenience.

1450 rp.m.

80, 100, 150, 200

8 3

0-40°C

Sludge, Slurry, Liquids containing sandy mud and/or bentonite ™

Open type impeller 20 N N

Double mechanical seal N N

Shielded ball bearings 10 \\ \\

Chromium iron casting N
Sh
Grey iron casting EN-GJL-200 0 L 3

1000 2000 3000 4000 Vmin

Chromium iron casting ( 50 100 150 200 250 m%h

Silicon carbide in oil bath

Induction motor, 4 poles, IP68

Turbine oil (ISO VG32)

Circle thermal cut-out oy wa

S
Insulation class E, Insulation class B

3-phase / 400V / 50Hz / d.o.l. A

Grey iron casting EN-GJL-150

Stainless steel EN-X30Cr13 - )

T
==t

W1: lowest running water level

Rubber, NSSHOU

Threaded flange/Hose coupling o

B1

KRS2-100 415 305 835 697 374 773 270

KRS-200 576 445 1181 950 530 1140 285

In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components. In this regard, please pay attention to our website
www.tsurumi.eu/english/applications.htm.

Dupagro B.V.
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GPN :-

Specifications:

GPN411 O 2 100 11,0 22,0 19,3 3250  217,0 30 20 20

GPN422 @ 4 100 220 425 340 3700 4150 30 20 20

Heavy Duty Sand Pump
A special steel impeller and suction plate have greatly increased the pump's life.
The casing is designed to have wide passing area, thorough thickness and

anti-abrasion material.

1450 r.p.m.
80, 100, 150 - ,:Li
0-40°C 30 Hemer
Sludge, Slurry, Liquids containing sandy mud and/or bentonite %
b=
Open type impeller 20 R
T -

- AY

Double mechanical seal 15 P .
S
Shielded ball bearings 10
Chromium iron casting 5 : H .
Grey iron casting EN-GJL-200 0 =
1000 2000 3000 4000 5000 Vmin

Chromium iron casting 0 50 100 150 200 250 300 m¥h

Silicon carbide in oil bath
Induction motor, 4 poles, IP68
Turbine oil (ISO VG32)

Circle thermal cut-out

Insulation class E, Insulation class B

3-phase / 400V / 50Hz / d.o.l.

Grey iron casting EN-GJL-150

Chromium-molybdenum steel (DIN 1.7220)

Rubber, NSSHOU

Dimensions in mm:

Threaded flange/Hose coupling

W1: lowest running water level

GPN411 617 517 500 347 450 879 315

GPN422 725 625 528 335 573 1102 300

In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components. In this regard, please pay attention to our website
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NKZ

Specifications:

NKZ3-D3 O 2 80 37 8,0 17,0 1540  100,0 30 15 20

N

NKZ3-100H @ 4 100 11,0 2,0 28,8 2440 196,0 20 15 20

All Purpose Sand Pumps
All pumps in this series provide very smooth passage of sandy earth and slime. A
forcibly cooled motor ensures long and continuous pump operations exposed to

the air.
1450 r.p.m.
30 —
g oo =
. N
_ Liquids containing sandy mud, Sand carrying water b N
20 N, N,
N
_ Double mechanical seal < ] N
_ Shielded ball bearings 10 \\ N \\
N RN
_ Ductile iron casting EN-GJS-700-2, Chromium iron casting \\ y
_ Grey iron casting EN-GJL-200 0 L C
1000 2000 Vmin
_ Grey iron casting EN-GJL-200, Ductile iron casting EN-GJS-700-2 ( 50 100 150 m°h
_ Silicon carbide in oil bath
_ Induction motor, 4 poles, IP68
= o
_ Insulation class E, Insulation class B ¥ —
A
_ Grey iron casting EN-GJL-150
_ Stainless steel EN-X30Cr13 ﬁ
d ]
] T
. . . o H
Dimensions in mm: g

- - - - - - - - - W1: lowest running water level

NKZ3-D3 80 467 405 371 249 370 664 225

NKZ3-100H 100 547 486 422 284 414 841 240

In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components. In this regard, please pay attention to our website
www.tsurumi.eu/english/applications.htm.
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LH-W/

Specifications:

LH33.0 O 2 80 3,0 6,5 18,0 1000 42,0 6 25 20
LH311W Q ¢4 80 11,0 22,0 81,0 700 130,0 8,5 30 20
LH430W O ¢ 100 30,0 530 1230 940 324,0 8,5 30 20

High Head Pumps - Slim Design

High water pressure resistance (30m H2O). Top discharge with center flange,

efficient cooling by water jacket.

Dimensions in mm:

50, 80, 100

0-40°C

Spring water, Rain water, Ground water, Sand carrying water
Closed type impeller

Double mechanical seal

Shielded ball bearings

Chromium iron casting

Silicon carbide in oil bath

Grey iron casting EN-GJL-200, Ductile iron casting EN-GJS-450-10
Induction motor, 2 poles, IP68

Turbine oil (ISO VG32)

Circle thermal cut-out, Miniature protector

Insulation class F, Insulation class B

3-phase / 400V / 50Hz / d.o.l., 3-phase / 400V / 50Hz / s.d.
Grey iron casting EN-GJL-200

Stainless steel EN-X30Cr13

Rubber, NSSHOU )

Threaded flange JIS 20K Flange D

San
i)
a

d

LH33.0 80 591 185 1

1%
o

LH311W 80 1030 270 2

o
o

Tl

ir
=l

LH430W 100 1375 330 3

o
o

W1: lowest running water level

3-phase
50Hz

2850 r.p.m.
— —
|y
\
—
ol NG
— N AN
N N } i
NN
O Y
K
=]
T —
400 800 - 1200 1600 Vmin
0 20 40 60 80 m*h
2850 r.p.m.
s,
.
400 800 1200 1600 2000 Vmin
0 25 50 75 100 1256 m¥%h

In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components. In this regard, please pay attention to our website

www.tsurumi.eu/english/applications.htm.
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LH 2

Specifications:

3-phase / 400V / 50Hz / d.o.l, 3-phase / 400V / 50Hz / s.d.
Grey iron casting EN-GJL-200
Stainless steel EN-X30Cr13

Rubber, NSSHOU

LH619 O 2 150 19,0 36,0 42,0 4370 3500 12 30 20
LH622 Q ¢4 150 22,0 40,5 54,0 3750  360,0 12 30 20
LH637 O ¢ 150 37,0 67,0 89,5 2380 4950 6 30 20
LH645 O s 150 45,0 81,0 90,0 2975  510,0 6 30 20
100 2850 r.p.m.
LH855 @0 200 55,0 100,0 70,0 5725  820,0 20 30 20 i
80
LH875 O 12 200 75,0 130,0 70,0 6500  865,0 20 30 20 N
60 — \
LH890 @ 4 200 90,0 166,0 90,0 6000 1150,0 20 30 20
o IR
LH8110 @ 6 200 110,0 2090 1070 6500 12100 20 30 20 \ \\\
N,
20
T ] o-oc ; i
1000 2000 3000 4000 5000 V/min
_ Spring water, Rain water, Ground water, Sand carrying water 0 50 100 150 200 250 300 350 m%h
_ Closed type impeller
_ Double mechanical seal 2850 r.p.m.
) ) m ==
_ Shielded ball bearings 60
_ Chromium iron casting 140 N
_ Ductile iron casting EN-GJS-450-10, Grey iron casting EN-GJL-200 120 \\ N 3
_ Silicon carbide in oil bath i
80
Induction motor, 2 poles, IP68 60 E—— -—— N
Turbine oil (150 VG32) 40 R N e
N
Circle thermal cut-out, Miniature protector = 9 i
0
Insulation class B, Insulation class F 1000 2000 3000 4000 5000 6000 7000 Vmin
100 200 300 400 m¥h

JIS 10K Flange, JIS 20K Flange

=4
3
[
2
2.
a
s
3
3

LH615 LHé619
HEEER iz
LH622
(LHels 150 7 1014 777 330 185 LH430
LH619 150 - 1352 1051 420 250 g LH637
LH422 100 - 1352 1051 420 250 T LHg37
LH622 150 - 1352 1051 420 250 LH645
(LH430 100 - 1352 1051 420 250 iz Lre4s
LH637 150 - 1448 1027 530 180 — LH675
(LH837 200 - 1488 1027 530 180 . @ LHg75
LH645 150 - 1448 1027 530 180 a - o LH690
N dIE —r— LH890
LH855 200 - 1716 1255 550 200 h a8 —1H6110
(LHe7s 150 - 1676 1255 563 200 E L [ E[T im0
LH890 200 - 1787 1385 595 200 In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain
_ components. In this regard, please pay attention to our website
LH8110 200 - 1887 1485 592 200 www.tsurumi.eu/english/applications.htm.
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GSZ -

Specifications:

GS72-75-4L @ 2 250 750 1520 380 17500 1200 25 20 20

High Head Pumps - 4-pole motor for an increased lifetime

1450 rp.m.

250

0-40°C

Spring water, Rain water, Ground water, Sand carrying water

A
¥

Closed type impeller

Double mechanical seal

8 8 & 83
7
7

Shielded ball bearings N

Chromium iron casting

ol

Grey iron casting EN-GJL-200 0
4000 8000 12000 16000 Umin

Silicon carbide in oil bath 0 200 400 600 800 1000m¥h

Induction motor, 4 poles, IP68
Turbine oil (ISO VG32)
Miniature protector
Insulation class E

3-phase / 400V / 50Hz / s.d.

Grey iron casting EN-GJL-200

Stainless steel EN-X30Cr13

Rubber, NSSHOU

JIS 10K Flange

Dimensions in mm:

GSZ2-75-4L 250 1050 850 700 739 1778 730 W1: lowest running water level

In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components. In this regard, please pay attention to our website
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KRSU -

Specifications:

200

0-40°C

Grey water, slightly polluted water, sewage water
Vortex impeller

Double mechanical seal
Shielded ball bearings

Grey iron casting EN-GJL-200
Grey iron casting EN-GJL-200
Silicon carbide in oil bath
Induction motor, 4 poles, IP68
Turbine oil (ISO VG32)

Circle thermal cut-out
Insulation class F

3-phase / 400V / 50Hz / d.o.l.
Grey iron casting EN-GJL-200
Stainless steel EN-X30Cr13

Rubber, NSSHOU

Hose coupling

Dimensions in mm:

1450 r.p.m.
m

P
24

\\

20 N
16
12 N

8 N

N

4

¢ 1000 2000 3000 4000 5000 I/min

0 50 100 150 200 250 300 350 m*h

W1: lowest running water level

In the event of abrasive and corrosive utilization, stronger wear and tear will take place naturally in certain components. In this regard, please pay attention to our website

www.tsurumi.eu/english/applications.htm.
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Contributing to World-wide Prosperity and
Understanding through Worker- and
Environment-friendly Production.

Designed for increased productivity through fully
integrated streamlined production systems, Tsurumi ‘s
factory in Kyoto (Japan) features a production capacity
of a full T million pumps per year. Large-scale modern
R&D facilities offer optimum conditions for
experimenting and testing of even super-large pumps
and for developing new products to expand the
possibilites and applications of pumps. To provide
optimum conditions for our main asset, our workers, as

well as for the environment, special emphasis is placed on

optimized working conditions with airconditioning,

minimized dust and exhaust gas emission, comprehensive

recycling and waste recovery.

We reserve the right to change specifications and designs herein for improvement without prior notice. Our pumps are
for professional use only. In the event that Tsurumi (Europe) GmbH have, in exceptional cases taken over, a
manufacturer's warranty, this entitles the enduser to assert remedy free of charge against Tsurumi (Europe) GmbH due
to any defect to the product occurring during the guarantee period (see below), also then when the warranty claims
against the seller do not or no longer exist. In the event of malfunction, which is attributable to the improper handling
by the enduser, no guarantee claim shall arise. Further claims shall not result from the warranty, unless if something to
the contrary has explicitly been determined. The decision as to whether remedy is effected by way of replacement or
repair shall be at the choice of Tsurumi (Europe) GmbH. The claims shall be time barred after a period of three months
after expiry of the guarantee period, however, not before expiry of the warranty period which is valid towards the
seller. In the event of doubt, the warranty period shall correspond with the warranty period which is valid between the

end-user and his seller.
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